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				PRINTABLE FLEX FILMS
			
POLI-FLEX® PRINTABLE products are high quality textile transfer films for photo-realistic digital printing using inkjet- or sublimation technique.
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							Product
						
						
						TURBO® PRINT 4038 H2O	Bezeichnung	TURBO® PRINT 4038 H2O
										
										
										
										
									
	Description	Water-based PU-film
 Opaque white, 90 micron
 Top coated
 For bright  and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853, 854 & 870
 Liner: PET-film, 100 micron, self-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature / Time: 160 °C, 3 sec. / 150 °C, 4 sec. / 130 °C, 5 sec.

NYLON 150 °C • Pre Heat 5 sec. • Apply to Nylon 5 sec. • Remove PET liner, cover transfer with silicon paper & apply for further 10 sec.


Pressure: 2,5 - 3,0 bar [medium pressure]

										
										
										
										
									
	Washability	Temperature: 60° C
 Only colour or mild detergent.
 Wash textiles inside out.
 Suitable for tumble drying (commercial tumble dryer up to 100°C).

										
										
										
										
									
	Datasheet	
										TURBO_PRINT_4038_H20_en_01.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						TURBO® PRINT 4039 GO GREEN	Bezeichnung	TURBO® PRINT 4039 GO GREEN
										
										
										
										
									
	Description	Water-based PU-film
 Opaque white, 90 micron
 Top coated
 For bright  and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853, 854 & 870
 Liner: Paper, 120 micron, non self-adhesive

										
										
										
										
									
	Printing	ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature / Time: 160 °C, 3 sec. / 150 °C, 4 sec. / 130 °C, 5 sec.

NYLON 150 °C • Pre Heat 5 sec. • Apply to Nylon 5 sec. • Remove PET liner, cover transfer with silicon paper & apply for further 10 sec.


Pressure: 2,5 - 3,0 bar [medium pressure]

										
										
										
										
									
	Washability	Temperature: 60° C
 Only colour or mild detergent.
 Wash textiles inside out.
 Suitable for tumble drying (commercial tumble dryer up to 100°C).

										
										
										
										
									
	Datasheet	
										TURBO_PRINT_4039_GO_GREEN_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						TURBO® PRINT 4047 GLOSS	Bezeichnung	TURBO® PRINT 4047 GLOSS
										
										
										
										
									
	Description	PU-film
 Opaque white, 100 micron
 Top coated
 For bright  and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: Polyester-film, 100 micron, non-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent, UV and Latex Inks

										
										
										
										
									
	Transfer	Temperature / Time: 160 °C, 3 sec. / 150 °C, 4 sec. / 130 °C, 5 sec.

NYLON 150 °C • Pre Heat 5 sec. • Apply to Nylon 5 sec. • Remove PET liner, cover transfer with silicon paper & apply for further 10 sec.


Pressure: 2,5 - 3,0 bar [medium pressure]

										
										
										
										
									
	Washability	Temperature: 60° C
 Only colour or mild detergent.
 Wash textiles inside out.
 Suitable for tumble drying (commercial tumble dryer up to 100°C).

										
										
										
										
									
	Datasheet	
										TDS_TURBO_PRINT_4047_GLOSS_GB.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						TURBO® PRINT 4037 UV	Bezeichnung	TURBO® PRINT 4037 UV
										
										
										
										
									
	Description	PU-film
 Opaque white, 100 micron
 Top coated
 For bright and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 100 micron, self-adhesive

										
										
										
										
									
	Printing	UV-Printer

										
										
										
										
									
	Transfer	Temperature / Time: 160 °C, 3 sec. / 150 °C, 4 sec. / 130 °C, 5 sec.

NYLON 150 °C • Pre Heat 5 sec. • Apply to Nylon 5 sec. • Remove PET liner, cover transfer with silicon paper & apply for further 10 sec.


Pressure: 2,5 - 3,0 bar [medium pressure]

										
										
										
										
									
	Washability	Temperature: 60° C
 Only colour or mild detergent.
 Wash textiles inside out.
 Suitable for tumble drying (commercial tumble dryer up to 100°C).

										
										
										
										
									
	Datasheet	
										TURBO_PRINT_4037_UV_en_09.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						TURBO® PRINT 4046 MATT	Bezeichnung	TURBO® PRINT 4046 MATT
										
										
										
										
									
	Description	PU-film
 Opaque white, 100 micron
 Top coated
 For bright  and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853, 854 & 870
 Liner: PET-film, 100 micron, non-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature / Time: 160 °C, 3 sec. / 150 °C, 4 sec. / 130 °C, 5 sec.

NYLON 150 °C • Pre Heat 5 sec. • Apply to Nylon 5 sec. • Remove PET liner, cover transfer with silicon paper & apply for further 10 sec.


Pressure: 2,5 - 3,0 bar [medium pressure]

										
										
										
										
									
	Washability	Temperature: 60° C
 Only colour or mild detergent.
 Wash textiles inside out.
 Suitable for tumble drying (commercial tumble dryer up to 100°C).

										
										
										
										
									
	Datasheet	
										TURBO_PRINT_4046_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						TURBO® PRINT 4036 MATT	Bezeichnung	TURBO® PRINT 4036 MATT
										
										
										
										
									
	Description	PU-film
 Opaque white, 100 micron
 Top coated
 For bright  and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853, 854 & 870
 Liner: PET-film, 100 micron, self-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature / Time: 160 °C, 3 sec. / 150 °C, 4 sec. / 130 °C, 5 sec.

NYLON 150 °C • Pre Heat 5 sec. • Apply to Nylon 5 sec. • Remove PET liner, cover transfer with silicon paper & apply for further 10 sec.


Pressure: 2,5 - 3,0 bar [medium pressure]

										
										
										
										
									
	Washability	Temperature: 60° C
 Only colour or mild detergent.
 Wash textiles inside out.
 Suitable for tumble drying (commercial tumble dryer up to 100°C).

										
										
										
										
									
	Datasheet	
										TURBO_PRINT_4036_MATT_en_01.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						TURBO® PRINT 4010-S BLOCKOUT	Bezeichnung	TURBO® PRINT 4010-S BLOCKOUT
										
										
										
										
									
	Description	Sublimation resistant transfer film Opaque white, 120 micron.
 For bright and dark textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853, 854 & 870
 Liner: PET-film, 100µ, self-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature: 130 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 5 sec.

										
										
										
										
									
	Washability	Temperature: 60° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										TURBO_PRINT_4010-S_BLOCKOUT_en_01.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						ULTIMATE PRINT SOFT 4030 MATT	Bezeichnung	ULTIMATE PRINT SOFT 4030 MATT
										
										
										
										
									
	Description	PU-film
 Opaque white, 80 micron
 Top coated
 For bright and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 100 micron, non-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 80° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										ULTIMATE_PRINT_SOFT_4030_MATT_en_01.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						ULTIMATE PRINT SOFT 4031 GLOSS	Bezeichnung	ULTIMATE PRINT SOFT 4031 GLOSS
										
										
										
										
									
	Description	PU-film
 Opaque white, 80 micron
 Top coated
 For bright and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 100 micron, non-adhesive



										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 80° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										ULTIMATE_PRINT_SOFT_4031_GLOSS_en_01.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						ULTIMATE PRINT SOFT 4032 MATT	Bezeichnung	ULTIMATE PRINT SOFT 4032 MATT
										
										
										
										
									
	Description	PU-film
 Opaque white, 80 micron
 Top coated
 For bright and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 100 micron, self-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 80° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										ULTIMATE_PRINT_SOFT_4032_MATT_en.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						ULTIMATE PRINT SUPERSOFT 4033 MATT	Bezeichnung	ULTIMATE PRINT SUPERSOFT 4033 MATT
										
										
										
										
									
	Description	PU-film
 Opaque white, 50 micron
 Top coated
 For bright and dark textiles
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 100 micron, non-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent and Latex Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 40° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										ULTIMATE_PRINT_SUPERSOFT_4033_MATT_en.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						ULTIMATE PRINT TRANSPARENT SOFT 4034 MATT	Bezeichnung	ULTIMATE PRINT TRANSPARENT SOFT 4034 MATT
										
										
										
										
									
	Description	Polyurethane film
 transparent, 50 micron
 Elastic film with high pressure resistance.
 For white textiles. Semi matt finish.
 
 Printing: On reverse (mirror-inverted)
 Transfer-Tape: Transfer with original carrier
 Liner: PET-film, 100 micron, non-adhesive 

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent und Solvent Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 40° C
 Wash inside out. Suitable for dry cleaning.

										
										
										
										
									
	Datasheet	
										ULTIMATE_PRINT_TRANSPARENT_SOFT_4034_MATT_en.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						ULTIMATE PRINT NYLON 4035	Bezeichnung	ULTIMATE PRINT NYLON 4035
										
										
										
										
									
	Description	Polyurethane film
 Opaque white, 100 micron
 With Polyamide-hotmelt
 
 For hydrophobic and impregnated nylon textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853, POLI-TACK 854
 Liner: PET-film, 100 micron, non-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent Inks

										
										
										
										
									
	Transfer	Temperature: 150 °C
 Pressure: Medium 2,0  bar [medium pressure]
 Time: Prepress: 4 sec. Second pressing: 10 sec.

										
										
										
										
									
	Washability	Temperature: 40° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										ULTIMATE_PRINT_NYLON_4035_en_01.pdf
									
	ICC profile	ICC-profiles TEXTILE GRAPHICS

										
										
										
										
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						ULTIMATE PRINT MATT 4025	Bezeichnung	ULTIMATE PRINT MATT 4025
										
										
										
										
									
	Description	PU/PVC-film
 white, 120 micron
 Top coated
 For bright and dark textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 100 micron, non-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 60° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										ULTIMATE_PRINT_MATT_4025_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® 4015	Bezeichnung	POLI-FLEX® 4015
										
										
										
										
									
	Description	Polyurethane film
 white, 100 micron
 Soft, textile grip
 For bright and dark textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 100 micron, self-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature:  40° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4015_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® PRINTABLE 4670 FR	Bezeichnung	POLI-FLEX® PRINTABLE 4670 FR
										
										
										
										
									
	Description	Polyurethane film
 opaque white, 95 micron
 Soft, textile grip
 Flame-retardant
 For bright and dark textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 95 micron, self-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent- and Latex Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 60° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4670_FR_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® 4016	Bezeichnung	POLI-FLEX® 4016
										
										
										
										
									
	Description	Polyurethane film
 white, 100 micron
 Soft, textile grip
 For bright and dark textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853, 854 & 870
 Liner: PET-film, 100micron, non-adhesive 

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature:  40° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4016_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® 4600	Bezeichnung	POLI-FLEX® 4600
										
										
										
										
									
	Description	Top-coated Polyurethane film
 white, 160 micron
 For bright and dark textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853
 Liner: Silicone paper 137 gr/m2

										
										
										
										
									
	Printing	Inkjet Dye-base, Pigment
 ECO-Solvent Inks (depending on type of ink)

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 60 °C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4600_en_01.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® 4605 A3/A4 - format	Bezeichnung	POLI-FLEX® 4605 A3/A4 - format
										
										
										
										
									
	Description	Top-coated Polyurethane film
 white, 160 micron
 For bright and dark textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 854 & 870
 Liner: PET-film, 175 micron, self-adhesive

										
										
										
										
									
	Printing	Inkjet Dye-base, Pigment 

ECO-Solvent Inks (depending on type of ink)

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 60 °C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4605_en_01.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® 4655	Bezeichnung	POLI-FLEX® 4655
										
										
										
										
									
	Description	Polyurethane film
 transparent, 75 micron
 Elastic film with high pressure resistance.
 For white textiles. Semi matt finish.
 
 Printing: On reverse (mirror-inverted)
 Transfer-Tape: Transfer with original carrier
 Liner: PET-film, 100 micron, non-adhesive 

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 60° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4655_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® 4625	Bezeichnung	POLI-FLEX® 4625
										
										
										
										
									
	Description	Polyurethane film
 transparent, 75 micron
 Soft, textile grip
 Elastic film with high pressure resistance.
 
 Printing: On reverse (mirror-inverted)
 Transfer-Tape: Transfer with original carrier
 Liner: Silicone paper, 105 gr/m2
 
 For white textiles. Matt finish.

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Zeit: 15 sec.

										
										
										
										
									
	Washability	Temperature: 60° C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4625_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® 4665 METALLIC	Bezeichnung	POLI-FLEX® 4665 METALLIC
										
										
										
										
									
	Description	Polyurethane tranfer film with silver metallic upper face, 100 micron
 For bright and dark textiles.
 
 Printing: True sided
 Transfer-Tape: POLI-TACK 853, 854 & 870
 Liner: PET-film, 100 micron, non-adhesive

										
										
										
										
									
	Printing	Inkjet
 ECO-Solvent, Solvent Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 40 °C
 Wash inside out.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4665_METALLIC_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-FLEX® 4675	Bezeichnung	POLI-FLEX® 4675
										
										
										
										
									
	Description	White, primer-coated polyester fabric, 200 micron
 
 Excellent color brilliance. Smooth and fine fabric structure and high washability. 
 
 For white and dark textiles.
 (workwear and accessories)
 
 Printing: True sided, (Transfer with sublimation process)
 Transfer-Tape: POLI-TACK 850
 Liner: Silicone paper 135 g/m2

										
										
										
										
									
	Printing	Dye-Sublimation
 Sublimation Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 2,5 - 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 90° C
 Wash inside out. Tumble dryable, Dry Cleaning.

										
										
										
										
									
	Datasheet	
										POLI-FLEX_PRINTABLE_4675_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-TAPE® SUBLI UP	Bezeichnung	POLI-TAPE® SUBLI UP
										
										
										
										
									
	Description	Polyurethane, water-based, white, 150 micron

Smooth and soft surface. Excellent color brilliance.
 Printable with all current sublimation printers

For white and dark textiles.
 Sport and leisure wear.

Printing: True sided, direct 
 Transfer-Tape: POLI-TACK 8031
 Liner: polyester film, self-adhesive 

										
										
										
										
									
	Printing	Dye-Sublimation
 Sublimation Inks

										
										
										
										
									
	Transfer	Temperature: 140 °C
 Pressure: 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 30° C
 Only colour or mild detergent. Wash textiles inside out. 
 Do not wash until 48 hours after pressing.

										
										
										
										
									
	Datasheet	
										POLI-TAPE_SUBLI-UP_en_02.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-TAPE® SUBLI UP PATCH	Bezeichnung	POLI-TAPE® SUBLI UP PATCH
										
										
										
										
									
	Description	White, polyester fabric, 420 micron

Excellent color brilliance and sharp print results.

For white and dark textiles.
 Sport and leisure wear.

Printing: True sided, direct 
 Transfer-Tape: POLI-TACK 850
 Liner: PET film, self-adhesive 

										
										
										
										
									
	Printing	Dye-Sublimation
 Sublimation Inks

										
										
										
										
									
	Transfer	Temperature: 160 °C
 Pressure: 3,0 bar [medium pressure]
 Time: 15 sec.

										
										
										
										
									
	Washability	Temperature: 40° C
 Only colour or mild detergent. Wash textiles inside out. 
 Do not wash until 48 hours after pressing.

										
										
										
										
									
	Datasheet	
										POLI-TAPE_SUBLI-UP-PATCH_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-PATCH	Bezeichnung	POLI-PATCH
										
										
										
										
									
	Description	White, polyester fabric, 300 micron

For designing patches and badges, without fraying the edges after cutting.

For white and dark textiles.
 Sport and leisure wear.

Printing: True sided, (Transfer with sublimation process)
 Transfer-Tape: POLI-TACK 850
 Liner: polyester film, self-adhesive 

										
										
										
										
									
	Printing	Dye-Sublimation
 Sublimation Inks

										
										
										
										
									
	Transfer	Temperature: 150 °C
 Pressure: 3,0 bar [medium pressure]
 Time: 20 sec.

										
										
										
										
									
	Washability	Temperature: 60° C / 40° C at Nylon textiles
 Only colour or mild detergent. Wash textiles inside out. 
 Do not wash until 48 hours after pressing.

										
										
										
										
									
	Datasheet	
										POLI-PATCH_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-PATCH BLOCKSUB	Bezeichnung	POLI-PATCH BLOCKSUB
										
										
										
										
									
	Description	White, polyester fabric, 380 micron

For designing patches and badges, special BLOCKSUB barrier prevents resublimation.

For white and dark textiles.
 Sport and leisure wear.

Printing: True sided, (Transfer with sublimation process)
 Transfer-Tape: POLI-TACK 850
 Liner: polyester film, self-adhesive 

										
										
										
										
									
	Printing	Dye-Sublimation
 Sublimation Inks

										
										
										
										
									
	Transfer	Temperature: 140 °C
 Pressure: 3,0 bar [medium pressure]
 Time: 10 sec.

										
										
										
										
									
	Washability	Temperature: 40° C 
 Only colour or mild detergent. Wash textiles inside out. 
 Do not wash until 48 hours after pressing.

										
										
										
										
									
	Datasheet	
										POLI-PATCH-BLOCKSUB_en.pdf
									


		
	
		
		
			
				
			
		
		
			
						
						
							Product
						
						
						POLI-PATCH SOFT	Bezeichnung	POLI-PATCH SOFT
										
										
										
										
									
	Description	White, polyester felt, 280 micron

Made of durable, soft polyester with fabric look and feel and unique non-woven surface.

For white and dark textiles.
 Sport and leisure wear.

Printing: True sided, (Transfer with sublimation process)
 Transfer-Tape: POLI-TACK 850
 Liner: polyester film, self-adhesive 

										
										
										
										
									
	Printing	Dye-Sublimation
 Sublimation Inks

										
										
										
										
									
	Transfer	Temperature: 150 °C
 Pressure: 3,0 bar [medium pressure]
 Time: 20 sec.

										
										
										
										
									
	Washability	Temperature: 60° C / 40° C at Nylon textiles
 Only colour or mild detergent. Wash textiles inside out. 
 Do not wash until 48 hours after pressing.

										
										
										
										
									
	Datasheet	
										POLI-PATCH-SOFT_en.pdf
									


		
	
	


	


	

	



	Dimensions	500 mm x 10 m, 500 mm x 25 m, 1000 mm x 25 m, 1524 mm x 25 m 

Other dimensions and special colours available on request.
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